
Betonfix PL ST4-1006
Description
Betonfix  PL  is  a  hydraulic  ready-to-use
mortar  with  high  resistance  to  sulphates.
Betonfix  PL  reaches  a  high  mechanical
resistance for both short and long curing. It
has  high  fluidity  without  presenting
segregation or bleeding phenomena. The
product does not contain chlorides or other
aggressive  agents  which  could  cause
damage to the metal reinforcements or can
be harmful to the user.

Uses 
Betonfix PL is used for armoured micro-poles, tie rods, riveted joints
with  high resistance to chemical  attack from sulphates,  chlorides
and nitrates. Betonfix PL allows for a rapid stressing of the tie rods
(2-3 days at +20 °C).

Application 
Betonfix  PL  is  ready-to-use  on  the  addition  of  5.5-6.5  litres  of
drinking water  per  20 kg  pack.  The  product  can  be  mixed  and
injected  with  the  normal  equipment.  Avoid  application  at
temperatures below +2 °C.

Characteristics Value

Appereance Powder

Colour grey

Apparent specific weight UNI 9446 1,0 ± 0,1 g/cm³

Hazard classification 1999/45/CE e 67/548/CEE Irritant

Maximum inert material size UNI EN 1015-1 200 μ
Apparent volumetric mass of wet mortar

UNI EN 1015-6
2100 ± 50 Kg/m³

Consistency UNI 7044/72 >200 %

Pot life UNI EN 1015-9 60 ± 20 mins

Setting time (start) UNI EN 196-3 100 ± 30 mins

Setting time (end) UNI EN 196-3 300 ± 30 mins

Minimum application temperature +2 °C

pH of mixture 12 ± 0,5

Exudation UNI 8988 Absent

Characteristics of the hardened product Value

Compression strength 1 day UNI EN 12190 > 38 MPa

Compression strength 7 days UNI EN 12190 > 61 MPa

Compression strength 28 days UNI EN 12190 > 71 MPa

Flexural strength 1 day UNI EN 12190 > 5 MPa

Flexural strength 7 days UNI EN 12190 > 5,6 MPa

Flexural strength 28 days UNI EN 12190 > 7 MPa

Modulus of elasticity secant on compression a 28 days
UNI 6556 

28980 ± 1000
MPa

Packaging 
20 kg multilayer polythene bag. 1,200 kg pallets.

Coverage 
1.5 kg for every litre to be filled.

Storage 
Protect from humidity. Store the product in a dry, sheltered place.
Stored in these conditions and in unopened containers, the product
remains stable for 12 months.

Warning 
Product  for  professional  use.  Do  not  mix  with  other  binders
(concrete, lime, gypsum). Before using, check bags have not been
damaged, and do not use the product if there are any lumps. Use
the entire contents once the bag has been opened. Do not remix by
adding water to the product when it has already started to set. The
technical  specifications  and  application  methods  recommended
herein are based on our current knowledge and experience and do
not represent any form of guarantee of the final results obtainable
with the product. It is the customer's responsibility to check that this
data sheet is still effective and has not been replaced with a more
recent version, and that the product is suitable for the intended use.
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