
Betonfix WW ST5-0906
Description
Betonfix  WW  is  an  ultra-quick-setting  cement

powder.  The  product
achieves  excellent
mechanical resistances, even
under water. Betonfix WW is
a  ready-to-use,  easy-application,  metal-free
single-component  product.  CE  marked
product  according  to  1504-2,  intervention
principles MC and IR.

Uses 
Betonfix WW is used to infill water seepage even under pressure, to
enable subsequent application of waterproofing treatments.

Application 
Carefully  clean  the  cracks  to  be  treated  and  enlarge  them
mechanically,  removing any grease,  flaky  parts  and any material
which might affect good anchoring of the product. Mix Betonfix WW
a little at a time with clean water, wait until it starts to set (about 2
minutes,  depending on the  temperature)  and press  it  against  the
crack or hole, maintaining pressure until it has completely set. In the
case of widespread seepage, apply the product as a powder and
work it into the affected area, repeating until all leaks have been
completely infilled. Work from top to bottom.

Characteristics Value

Appereance Powder

Colour grey

Apparent specific weight UNI 9446
0,9 ± 0,1

g/cm³

Hazard classification
1999/45/CE e 67/548/CEE

Irritant

Maximum inert material size UNI EN 1015-1 100 μ
Minimum application temperature +2 °C

pH of mixture 12 ± 0,5

Setting time (strart) UNI EN 196-3 2 mins

Setting time (end) UNI EN 196-3 5 mins

Characteristics of the hardened product Value

Compression strength 28 days UNI EN 12190 > 40 MPa

Flexural strength 28 days UNI EN 12190 > 8 MPa

Packaging 
5 kg plastic containers. 25 kg plastic containers.

Coverage 
1.6 kg/l of product.

Storage 
Protect  from humidity.  Store  the  product  in  a  sheltered  and  dry
place; in these conditions and in unopened containers it  remains
stable for 12 months.

Warning 
Product intended for professional use. Do not remix by adding water
to  the  product  when  it  has  already  started  to  set.  Do  not  add

concrete, additives or other Betonfix mortars. Before using, check
bags have not been damaged, and do not use the product if there
are  any  lumps.  Use  the  entire  contents  once  the  bag  has  been
opened.

Take  all  necessary  precautions  to  ensure  correct  curing  of  the
casting. Do not use at temperatures of under +2 °C.
Wet with water for the first 48 hours, or cover with plastic sheets or
damp jute bags. Do not use anti-evaporation agents in case other
coatings  are  to  be  performed.  The  technical  specifications  and
application methods recommended herein are based on our current
knowledge  and  experience  and  do  not  represent  any  form  of
guarantee of the final results obtainable with the product. It is the
customer's responsibility to check that this data sheet is still effective
and has not been replaced with a more recent version, and that the
product is suitable for the intended use.
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Betonfix WW
                                                                                                                                                                                Ultra-quick-setting cement powder   
                                                                                              used to infill water seepage even under pressure. CE 

marked product according to 1504-2, intervention principles MC and IR.
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