
Kimitech 550 ST1-1107
Description 
Kimitech 550 is a bidirectional glass fibre reinforcement fabric with
anti-alkali ne finishing. 
Kimitech 550 fabrics,  characterized by a high mechanical  tensile
strenght,  are  used  together  with  resins  of  Kimitech  range  and
mortars  of  Betonfix,  Kimisteel,  Limepor  and  Tectoria  ranges  for
FRCM reinforcements and reinforced levelings. 

Application  
To carry out the various types of intervention consult the reference
specifications and data sheets for the using materials.

Uses 
Kimitech 550 is used with Betonfix, Kimisteel, Limepor and Tectoria
mortars for FRCM reinforcements.
Kimitech 550 is used for FRCM systems, foreseeing the use of the
bicomponent cement mortar Betonfix AQM GG, which, according
to the indications of the Italian Civil Defence guidelines of August
2009, is foreseen for:

• Filling  of  deep  cracks  (applied  on  both  sides)  and non
deep cracks (applied only on one side) of masonry walls; 

• Perimetral connexion of walls and of internal divisions to
pillars and beams of the concrete structure.

Characteristics Typical Value

Total weight of the band 300 g/m²

Colour White

Fabric size 16,5 x 16 mm

Horizontal tensile strength 64 N/mm

Vertical tensile strength 88 N/mm

Elongation at break 3,50%

Packages 
Rolls: width 100 cm, long 50 m.

Consumption 
1 ml/m²

Warning
Product intended for professional use.
The technical specifications and application methods recommended
here are based on our current knowledge and experience and do
not represent any form of guarantee of the final results obtainable
with the product.
It is the customer's responsibility to check that this data sheet is still
effective and it has not been replaced by a more updated version,
and that the product is suitable for the intended use (use the QR-
code to download the latest version of this document).

Kimitech 550
ST1-1107

Bidirectional fiberglass reinforcement fabric with anti-alkaline protection, 
to use with Betonfix, Kimisteel, Limepor and Tectoria mortars for FRCM reinforcements.
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