
Stabilbet ST2-0398
Description
Stabilbet is a powder additive to get expansive and non-shrinking
mortars and concrete, according to the mixing ratio. Stabilbet does
not contain chlorides or metallic particles. The expanding action of
the product, which develops and finishes within the first 8 days of the
hardening period, eliminates the micro-fissures caused by hydraulic
shrinkage, thus increasing notably the waterproof qualities and the
mechanical resistance.

Uses 
Stabilbet is used to make shrink proof and expansive mortars and
concrete for vertical and overhead applications (reinforced plasters
for structural restoration, masonry or reinforced cement structures,
reinforced slabs for consolidating vaults etc.).

Compatibility
Stabilbet is  compatible with all  Portland and Pozzolanic cements.
Moreover,  it  is  also  compatible  with  other  Kimia  additives
(waterproofing,  aerating  and  anti-freeze  products);  each  additive
must be added separately in the mixing phase. It  is advisable to
consult our Technical Office for special interventions.

Application 
Antiretirement: 8% of the cement weight (8 kg of Stabilbet each 100
kg of cement) 
Expansion: 10% of the cement weight (10 kg of Stabilbet each 100
kg of cement). 
Add the product to the wet mixture and mix for five minutes. For the
whole expansion a correct weathering of the casting is required.

Packaging 
Multi-layered sacks of 25 kg 
Pallets of 1.500 kg

Coverage 
8 - 10% of the cement weight.

Storage 
Keep  in  a  dry  and  sheltered  place;  in  this  conditions  within  its
original perfectly sealed containter the product maintains its stability
for 6 months.

Warning 
Product  for  professional  use.  Technical  features  and  instructions
reported  in  this  literature  are  based  on  our  experience  and  the
actual  state  of  science  and  given  in  good  faith.  However  it  is
important  that  users  satisfy  themselves  that  they  have  chosen an
appropriate mix and have a suitably skilled workforce to assure the
quality of the finished work for which the manufacturer is not liable.
Customers  should  make  sure  that  all  technical  literature  in  their
hands is the latest issue update and that the product overall meets
with their requirements and specifications.
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                                           Stabilbet is a powder additive to get expansive and non-shrinking mortars and concrete. 
   To be added to cement and inerts.
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